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g Specifications : |
=
g Voltage rating: 24V AC / DC.
4
Q Current rating: 10A AC / DC.
P4
n Withstanding voltage: 300V AC/minute. £
P4
= Temperature range: - 40°C ~ + 80°C.
Z
8 Insulation resistance: = 1000MQ.
0] .
z Contact resistance: 10mQ MAX.
= . . -
% Applicable wires(AWG or mm?2): 0.5mm? ~ 1.5mm?3. UNVARKED TOLERANCES | 117LE o E5RE
DIMENSIONS | TOLERANCE
METAL VALVE CONNECTOR
% x +05 INDUSTRY CABLE ASSEMBLY K'MKEE .LTD miLE
= X +0.25 pibeia
o o5 CUSTOMER - CUSTOMER PART NO. - @ =
010500  [+15/-0  [DRAWN BY CINDY.LI PART NUMBER R900223890 size | rev |F
> 501 +3%/-0 ot engin
— CHECKED BY CLARATANG  [DRAWING NUMBER R900223890 A3 [ A
X° +1° APPROVED BY HUAHUA.HE SCALE FREE ALL DIMENSION UNIT IN MM | SHEET 1 OF 1
| AR | AU AAARLARAS! BRALAAAR! SAALEARS ML MARALAARS RAAALERAS! MAARLARAN |
|_ 0O 10 20 30 40 50 60 70 8 90 100



