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g TABLE 1 <Y ¢

I: Coding | Plug Socket | Contact | Rated Rated Accord design

o & Pins Pinout | Pinout | Size(mm) | Current | Voltage | Standard

w

X

= A Code f§ 63 10 4n | 60V/DC | IEC61076-2-104

< 3 Pin &J &y |

o

l_

% ACode |l a) KX 1.0 4n | sov/DC | IEC61076-2-104

E 4 Pin o y & y

T Connector material:

S Contact: Copper Alloy, Gold Plating D Code éﬁ /f:r(% 10 4A | 60v/DC | IECE1076-2-104 D

& Insulation: PA, Black apin | \QeS |\

9] Thread Shell: Copper Alloy, Nickel Plating

< Seal O-Ring: Silicone, Black B Code | (G®) “5(% 10 3n | sowpc | 1EC61076-2-104
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E sein - [\@le//|\gloy/

g Technical specifications: |

= Current range: See Table 1 srin [\ |\

o Temperature range: -40°C~+80°C

= Durability: = 500 Times Cycles code | RN | 7AR 06 | 15A |3owpc |IEC61076-2-104

2 Waterproof rate: IP67 8 Pin &d @j E

<

E I

Z Cable specifications:

O Cable: UL Style Cable PVC / PUR

2 Minimum bending radius:

= Fixed installation: 8x Cable OD —

g Flexible installation: 10x Cable OD UNMARKED TOLERANCES | Ty7Lg 2009 ELEE
DIMENSIONS | TOLERANCE .
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